


SPAR 2-12 Mast System
The SPAR 2-12 Mast System is designed for transport for two personnel into the most adverse environments 
encountered by today’s war�ghters.  The system breaks down into two kits for transportation purposes greatly 
reducing the logistical burden on personnel.  Once in place, the system rapidly deploys in a self-guyed con�guration 
eliminating the need for any penetrating anchors while providing a stable platform for the sensor platform of 
choice.

1.  Weight excludes any payload or options.
2.  All values shown are approximate and subject to change at the sole discretion of the manufacturer without notice.

S P A R  2 - 1 2  M A S T  S Y S T E M  S P E C I F I C A T I O N S
The SPAR 2-12 Mast System can be con�gured in heights up to 30 FT

•12 FT 3�SECTION FALCON MAST

•MAXIMUM PAYLOAD: 250 LBS

•MAXIMUM SAIL AREA: 10 SQFT

•MAXIMUM OPERATION WIND SPEED: 85 MPH

•MANUAL PLANETARY GEARBOX WITH BRAKE

•DEPLOYED FOOTPRINT: 8.5’ X 8.5’

•4 LIGHT�WEIGHT BALLAST SLINGS

•WEIGHT: <150 LBS �2�75 LBS KITS�

•TORQUE�GUYED

•SINGLE STAGE OUTRIGGERS

•TRANSPORT SIZE:

�MAST KIT: 24.0” X 13.6” X 57.7”

�OUTRIGGER KIT: 13.1” X 13.0” X 60.2”

Features:
•Highly maneuverable solution allows transport through con�ned spaces.

•Stowage in 2-75 LBS kits allows for the system to be transported by 2 personnel.

•Torque-Guyed to ensure optimum sensor stability.

•Light-weight for ease of transport and limiting impact on deployment structure.

•Quick-release connecting pins allow for rapid deployment and removal.

© 2016 Technical speci�cations and photographs are proprietary to US Tower Corp., 702 E. North Street, Lincoln, KS 67455

TOP (from left): Quick-release pin outrigger system, Raising mechanism, System stowed in two bagged kits.

BOTTOM (from left): Top of tower guyed, Base of tower ballast system and steps, System at lowest height.

LEFT: Fully deployed SPAR 2-12 Mast System.
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